
SPECIFICATION SHEET                                                             
 

SINGLE MODE PIGTAIL, SC (G.657A): 

 

 

 

Fiber optic pigtails provide a fast way to make 

communication devices in the field. They are designed, 

manufactured and tested according to protocol and 

performance dictated by the industrial standards, which will 

meet your most stringent mechanical and performance 

specifications. 

 

 

 

SPECIFICATION: 
 

Product Name:  Pigtail 

Connector Type:  SC 

Fiber Mode:   SM G.657A 

Wavelength:   1310/1550 nm 

Cable Jacket Material: LSZH 

Cable Jacket Diameter: 0.9mm 

Color:    Yellow 

 

OPTICAL PARAMETERS: 

 
Insertion Loss:   ≤0.3dB 

Return Loss:   ≥50dB 

Operation Temperature: -40C~ +80C 

 

FEATURES: 

 
• Fitted with cap to protect connector end. 

• Low Insertion loss & high return loss. 

• High Temperature Stability 

• Good Durability 

 

 

ORDERING INFORMATION: 
 

DESCRIPTION PART NUMBER 
Fiber Optic Pigtail SC, LSZH, 1 Mtr, OS2 KN-FSM2SAPG-1M 

 

 

 

 
HEAD QUARTERS:             For more information visit us at 

BARTYCKA 22B M21A 00-716                www.korekonect.com  

WARSZAWA, POLAND.   

http://www.korekonect.com/

